BSC TECHNOLOGY

WINDOWDRIVES CO,-BOTTLES AND GLASS BULBS
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Technical data
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18¢g 5 220 145 10x1 75 35 9,72 14 0,024 ¢

33¢g E g 220 210 10x1 75 35 9,72 14 0,045 ¢
140g £= 400 280 18x15 120 45 9,7+12 22 0,200 ¢
300g * 51,5 330 18x15 12,0 45 9,7*12 | 22 0,400 ¢
55¢g 40,0 227 18x15 120 45 9,7++2 | 22 0106¢ I | -25°Cto+75°C 68°C red
120¢g 40,0 297 18x15 12,0 45 9,7*12 | 22 0220¢ Il | 25°Cto+75°C
20¢g 40,0 162 18x15 120 45 9,7+2 | 22 0063¢ | -25°Cto+110°C
25¢ 40,0 162 18x15 120 45 9,7+12 22 0075¢ | -25°Cto+110°C
40g 40,0 181 18x15 120 45 9,7*2 | 22 0115¢ II -25°Cto+110°C| 93 °C green
80¢g 40,0 297 18x15 120 45 9,7+2 22 0215¢ Il | -25°Cto+110 °C
125g g 40,0 399 18x15 120 45 9,7*+2 | 22 0,315¢ 1l | -25°Cto+110 °C
60g 5 51,0 165 18x15 120 45 9,7+12 22 0,000 ¢ 1 -5 °Cto +55 °C
135g g 60,0 174 18x15 120 45 9,7*+2 | 22 0220¢ | -5 °Cto +55 °C
140g = 40,0 280 18x15 120 45 9,7+12 22 0,200¢ 1 -5 °Cto +55 °C
175g 51,0 262 18x15 12,0 45 9,7*2 | 22 0250¢ | -5 °Cto +55 °C
300g 51,5 330 18x15 120 45 9,7*12 22 0,400¢ 1 -5°Cto+55°C  50°C
500¢g 600 360 18x15 12,0 45 9,7*+2 | 22 0670¢ | -5 °Cto +55 °C
750¢g 825 305 18x15 120 45 9,7+2 22 1,000¢ 1 -5 °Cto +55 °C
1000g 825 382 18x15 120 45 9,7*2 | 22 1340¢ | -5 °Cto +55 °C
1500 ¢ 825 505 18x15 120 45 9,7*'2 | 22 2,000¢ | -5 °Cto +55 °C

Tested in accordance with ADR 2011, EN ISO 13322-1. 2003 + A1:2006

Test pressure of the CO_-bottles = 250 bar
Operating pressure of the CO-bottles = 2/3 test pressure = 167 bar
Filling factors for CO_-bottles (refillable)

» at93 °C=0,4 = 167 bar
» at 141 °C=0,27 = 167 bar
» at 186 °C=0,15 = 167 bar

Glass bulbs- Trigger temperature Temperature class Temperature scope Glass bulb colour
68 °C | -5°Cto+75 °C red
68 °C Il -15 °Cto +75 °C red
68 °C 1] 25 °Cto+75 °C red
93 °C | -5 °Cto +110 °C green
93 °C 1l -15 °Cto +110 °C green
93 °C LI} -25 °Cto +110 °C green
110 °C ) . clear
115 °C inquiry clear
141 °C blue
182 °C purple

Tested in accordance with VdS 2344:2014-07; VdS 2160:2000-05
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