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</ WINDOWDRIVES  PNEUMATIC ELECTRIC PRESSURE SWITCH PED

Order designation:  PED - GE 6 pressure setting x bar

Pneumatic electric pressure switch % device plug and contact box

(signal converter) rm-.—‘ according to DIN EN 175301-803
o setting screw

48,5

other screw connection allowed

2 3
! I p=3bar- 12 bar
—— A} W p max. = 60 bar
il The return switch point is approx. 1 - 1,5
below the switch point.
Short description

The PED (pneumatic electric pressure switch) switches when the pre-set pressure has been reached. The switch point
can be set between 3 and 12 bar without stages (standard setting = 5 bar).

Technical data

medium a) filtered, dry and unoiled compressed air according to DIN ISO 8573-1
b) CO,

max. operating pressure 60 bar

connection G1/8

switching capacity 5A,250V,AC1

nominal isolation voltage 750V

protection class IP 54

plug connection according to DIN EN 175301-803

ambient temperature -25 °Cto +55 °C

materials aluminum, niro, Perbunan, plastic, galvanized steel

weight 0,17 kg

maintenance no

02.07.2018 LI BSC Technology GmbH
Dr.-K3hl-Strafe 6 | D-95119 Naila info(@bsc-technology.de
04.1 N Tel.. +49 9282 48731-0 | +49 9282 48731-29 windowdrives.com

1/1 60 Rl Subject to change without notice. The publication of this list supersedes all previous lists.




