TYPE OVERVIEW JM-DC-B (LA-IN)

Order designation: JM-DC-B-load - stroke (- current)-M 8 /@ D 1 (top) @ D 2 (bottom) / LA-IN
Example: JM-DC-B-650-750-M8/06,108,1/LA-IN
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Order designation:
Example:

JM-DC-B-load-stroke (-current)-M8 /@ D 1 (top) M8 / @ D 2 (bottom) / LA-IN
JM-DC-B-650-750-M8/08,1M8/@8,1/LA-IN
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Order designation:
Example:

JM-DC-B-load-stroke (- current) - M 10 (top) @ D 2 (bottom) / LA-IN
JM-DC-B-650-750-M 100 6,1/ LA-IN
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Order designation:  JM-DC-B-load - stroke (- current)-M 10 GK @ D 1 (top) @ D 2 (bottom) / LA-IN
Example: JM-DC-B-650-750-M10 GK @ 6,1 @ 6,1/ LA-IN
| Stroke + 337,5+15 (adustment range)
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Order designation:
Example:

JM-DC-B-load - stroke (- current)-M 10 GK @ D 1 (top) GK @ D 2 (bottom) / LA-IN
JM-DC-B-650-750-M10GK @ 6,1 GK @ 6,1/ LA-IN

range)

Stroke + 336,515 @d
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* The location holes D1 and

D2 can be chosen between

diameter 6,1 and 8,1.
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