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VWINDOWDRIVES GDV AND TDV

BSC TECHNOLOGY

Order designation: ~ See corresponding table

Straight rotary screw connection (GDV)

Technical data @
0 A B c D Orderdesignation
4 10 8 15 35 GDhv/4
6 12 8 15 35 GDV/6(-nozzle __) L A
8 14 8 15 35 GDV/8(-nozzle __) M 6
o
material galvanized steel, Perbunan . J)
possible nozzles 0,2/0,3/0,4/0,5/0,6/0,7/0,8/1,0 I @
ol : : il 1
M12x1
@18
L Oseall2x2
Sw 19
T-rotary connection (TDV)
Technical data 78
0 A B Orderdesignation "* “\
4 10 8 TDV/4-8(-nozzle _) T
4 10 24 TDV/4-24(-nozzle ___) ]I: <
6 12 8 TDV/6-8(-nozzle __) ‘_;' ; ¢
6 12 13 TDV/6-13(-nozzle __) JE ~
6 12 16 TDV/6-16(-nozzle ___) s
6 12 21 TDV/6-21(-nozzle __) = - '
6 12 24 TDV/6-24(-nozzle ___)
6 12 30 TDV/6-30(-nozzle __)
8 14 8 TDV/8-8(-nozzle ___) M6
8 14 24 TDV/8-24(-nozzle __) M12x1
218
material galvanized steel, Perbunan
possible nozzles 0,2/0,3/0,4/0,5/0,6/0,7/0,8/1,0 L Oseall12x2
SwW 19
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