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* The location hole
D1 can be chosen between
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diameter 6,1 or 8,1.
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Order designation:

Example: JM-DC-650-500- 8,1 LA-IN

stroke + 282,5
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TYPE OVERVIEW JM-DC (LA-IN)

JM-DC-load - stroke (- current)-@ 6,1 or @ 8,1 LA-IN

DIN 607-M 5 x 15
8,8 galv.

I:]]i
DIN 985-M 5

8,8 galv.

26,1/ 8,1 console KB 5
—44,5 — included in delivery scope 43,5 (54,5)
Order designation:  JM-DC-load - stroke (- current)-M 8 @ 6,1 oder @ 8,1 LA-IN
Example: JM-DC-650-500-M8@ 6,1 LA-IN
stroke + 298*1° range)
) DIN 607-M 5 x 15
O 8,8 galv.
L — © D]TL
T ||%\< DIN985-M5
8,8 galv.
6,1/ 8,1 console KB 5
—— 60" —— included in delivery scope 43,5 (54,5)
Order designation:  JM-DC-load - stroke (- current) - M 10/ LA-IN
Example: JM-DC-650-500-M10
stroke + 289
1 DIN 607-M 5 x 15
O 8,8 galv.
chi D]TL
L1 "Q,\: DIN985-M 5
8,8 galv.
M 10 console KB 5
L 51— included in delivery scope 43,5 (54,5)

Order designation:  JM-DC-load - stroke (- current) - GK/ LA-IN

Example: JM-DC-650-500-GK/ LA-IN
stroke + 316,515 range)
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78,5415
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console KB 5

included in delivery scope

BSC Technology GmbH
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DIN 607-M 5 x 15
8,8 galv.

I:]]i
DIN 985-M 5

8,8 galv.

43,5 (54,5)

info(@bsc-technology.de

windowdrives.com




