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Test connection CO, trigger

CO,-manual triggering

test connection according to table
(please indicate)
or without test connection

hose coupling

NW 7,2 KD-P 6

GEG6LLR1/8

M6 LL

steel hose 2 m
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Test connection CO, trigger- ,Set"

GEG6LLR1/8

Delivery scope

All individual parts in the drawing
are included in the delivery scope, except
for the CO, manual trigger.

If a test connection (G) must be delivered
please indicate on the drawing (see table).

Also, additionally, the connection for the
rotary valve bottle can be ordered.

G (only for Jofo CO_-trigger)
W21,8x1/14

M20x1,5

1/2" - 20 UNF-IA

M18x 1,5

M 15 x 1,25

M10x 1

R1/8"

R 1/4"

Connection
rotary valve bottle
W21,8x1/14

Plug nipple G 1/8 or

A1

within delivery
scope

must be ordered
separately
I}

M6 LL

1/2"-20 UNF-IA M 18x 1,5 M10x 1 M14x125 M20x1,5
¥ \; test connection

hose coupling

NW 7,2 KD-P 6

GEG6LLR1/8

steel hose 2 m
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BSC Technology GmbH
Dr.-K3hl-Strafe 6 | D-95119 Naila

GEG6 LLR 1/8
plug nipple G 1/8

Delivery scope

Jointly with the test connection for the
CO-trigger, set” you receive the
following 5 test connections:
-1/2"-20 UNF-IA

-M18x1,5

-M10x1

-M14x1,25

-M20x1,5

All other individual parts included in the
drawing on the left are also part of the
delivery scope.
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